HOW TO USE INSTRUCTIONS
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Note: Should the laser light seem out of alignment—a common occurrence with inftial use, after moving the device, or with
repeated use over time—pilease refer to the provided instructions on how to adjust the laser light back into corect alignment.

HOW TO CORRECT LASER LIGHT ALIGNMENT

1. Retrizve the Allen Key stored on the underside of the poper guillofine.

2. Confirm that 2 x AAA bafteries are correctly installed in the battery compartment.
(Batteries are not included.)

3. Activate the laser ight by pressing its button.

4. Find the two access hales located on the top of the guilloting,
on the side where the handle is.

5. Observe the fwo holes!
the upper hale (A) adjusts the laser light's angle,
while the lower hole (B) shifts the laser light left orright.

&. Insert the Allen Key into these holes and gently turmn i,
watching the laser light's alignment shift. Aim to align the
l@ser light with the bose’s edge where the paper will be cut,

7. After gligning the laser light accurately, return the Allen Key
to its storage spot undermeath the device,

Your gullctine is now ready for use,
Please be aware that the thickness of the loser light shown

in the Images is solely for demonsiration and will not appear
as thick on the actual device.
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Paper Guillotine with Laser Positioning System

Operational Instructions



IMPORTANT SAFEGUARDS

— | Prior to utilising this product, ensure to carefully
g review, comprehend, and adhere to the provided

instructions.

- This product is designed for indoor use only. Do not use it outdoors.

- This product is not designed for use by children. Keep the product out of the
reach of children and pets.

- This product is specifically designed for paper frimming purposes. Avoid using the

product for any other purposes.

Prevent personal injury or product damage by keeping hands, fingers, jewellery,

clothing, neckties, and other loose items away from the blade.

« Do not try to clear jammed debris with a pointed object to prevent personal
injury or product damage.

- Always ensure the product is operated on a flaf, level, and stable surface.

« Do not hang or mount the product on walls.

To prevent damage to the product:

« Remove paper clips and sfaples prior fo frimming paper.
A = Avoid lubricating the cutting blade.

« Do not expose the product fo water or other liguids.
To prevent possible personal injury:

« Always ensure the safety shield is in place before operating the guillotine.
& = Refrain from operating the guillotine under the influence of alcohol.

= Avoid carrying the guillotine by the blade.

« Do not carry the gulllotine by the cutting handle.

= Secure the blade lock when the product is not in use.

« Avoid direct exposure fo the laser beam or pointing it at eyes, as infense

light may cause blindness.

KEEP THESE INSTRUCTIONS FOR FUTURE REFERENCE.

COMPONENTS

1. Blade

2, Safety Shield

3, Blade Lock

4. Laserlight On/fOff Switch

5. 2 x AAA Batter Compartrent
(Batteries Mot Included)

6. Allen Key (Located Underside)

SPECIFICATIONS A4 A3
Base Size W x D (mm) 5658x 213 HPE X213
Cutting Length (mm) 315 455
Cutting Capacity (80gsm sheets) 10 10
Measuring Scale cmy/inch cmyfinch

HOW TO ADD THE SAFETY SHIELD

1. Elevate the cutting blade 2. Position the Safety Shield Info 3. Adjust the cufting blade to
to ifs highest posifion, slot (A) found on the left side. rest behind the shield. This setup

Then, push the Safety Shield ensures the shield limits the
forward until it fits snugly Info blade's mowvernent, preventing

the slot (B) found on the right it fromn being raised or lowered
hand side., beyond the height of the
shield.

CARE AND MAINTENANCE

CAUTION: To prevent damage to your guillotine, do not submerge it in water
or any other liquids. Avoid using dbrasive cleaning agents on the guillotine.
Instead, gently dust it with a soft cloth, taking special care near the blade area.
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